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Designed for high performance
and to meet the challenges of

industrial equipment for maximum duration.Switches equipped with 8/16/24/32 RJ45 10M/100M/1Gbps ports or 100M/1G SFP slots
and 2/4x SFP/SFP+ 100M/1G/2.5G/10Gb slots
Support ITU-T G.8032 Ethernet ring
IEEE 1588-2008v.2 (PTPv2): Precise time synchronization protocol,
hardware time stamping with 1588 profile
Enhanced with Power Profile IEEEC37.238-2011, IEEEC37.238-2017
SSynchronous Ethernet G.8261
Reflectometer test for used pairs in UTP cable
Transmission security using IEEE 802.1ae MACsec
Access security SNMPv3, HTTPS, SSH
Authentication IEEE802.1x, Radius, Tacacs+ - AAA
PROFINET Conformance Class A support
Support for Ethernet OAM (Link OAM and Service OAM)
SSwitch designed in accordance with IEC61850-3, IEEE1613 requirements 
Operating temperature: -40 to +85°C
Rugged 1U 19" metal enclosure
Redundant power supply 75 - 270VAC, 80 - 360VDC or 36 - 60VDC
Switch version with interchangeable power supply modules 36 - 60V DC
or (75 - 270VAC, 80 - 360VDC) hot-swap type

Hyperion-402 switch is designed to withstand extreme environmental
conditions. This series of switches complies with IEC 61850-3, IEEE 1613
standards for data transmission equipment, guaranteeing reliable
operation in temperatures ranging from -40° to +85°C. Some models
also allow you to replace the power supply without interrupting the
operation of the device. 

Robust

We designed the user interface to be most friendly for the network
administrator and installer. From the very first moment you can configure
the device in an intuitive way. Configuration of the switch is done through
a secure interface, and pre-made configuration files allow you to update
e.g. a large number of devices at the same time.
Access is via a secure https connection and centralized RADIUS
autauthentication.

Easy to use

You can choose from many versions of the device that we have created
in response to our customers' needs. Device options are available with
4x 1/2.5/10 Gbps and 8/16/32x 10M/100M/1G RJ45 PoE ÷ PoE++ interfaces
or 8/16/32x 100M/1G SFP and Quadbox function with PRP support.

The one you need


